ISO Property

LOTTE
ADVANCED MATERIALS

MP-0160 R
ABS

Grade
sTarex -
Resin Type

Automotive

Measuring Method

Condition

Speafic Gravity ISO 1183
Water Absorption ISO 62
Melt Flow Index ISO 1133
Melt Flow Index ISO 1133
Mold Shrinkage(MD) ISO 294-4
Mold Shrinkage(TD) ISO 294-4
Tensile Strength at
Yield 0527
Tensile Strain at break ISO 527
Tensile Modulus ISO 527
Tensile Strength at
break ISO 527
Flexural Strength ISO 178
Flexural Modulus ISO 178
Izod Impact
Strength(notched) 150 180 1A
Charpy Impact
Strength(V-notched) 150179 1eA
Rockwell Hardness ISO 2039-2
Heat Deflection
Temperatuge(Unanneal ISO 75-2
ed)
Heat Deflection
Ternperatuzje(Unanneal ISO 75-2
ed)
VICAT Softening
Temperatur 150 306

Physical
Natural or
representative color

23°C
2207, 10kg
200T, Skg
Flow at 2mm(MD)
X-Flow at 2mm(TD)
Mechanical
50mm/min
50mm/min
50mm/min
50mm/min
2mm/min
2mm/min
at23°C. 4mm
at23°C, 4mm

R-Scale
Thermal

1.8MPa, 4.0mm

0.45MPa, 4.0mm

B/50

%
g/10min
g/10min

%

%

MPa

MPa
MPa
MPa
MPa
k)/nd
k)/md

°C

°C

°C

1.04
0.3
17
15
0.3-06

0.3-06

49

2400
36
68

2300
26
27
109

80

93

100

1. The value above is the representative value of the NP or representative color and may have deviation. It

can only be used for selecting materials.



